L20 DOORS/SHUTTERS/HATCHES 
490 AUTOMATIC DOORS:

Supplier: 
FAAC Entrance Solutions UK, Unit 9 Windmill Business Village, Sunbury-on-Thames, Middlesex, TW16 7DY. Tel: 0333 006 3443. Email: architect.esuk@faactechnologies.com
Web: www.faacentrancesolutions.co.uk

Project ref:      					Contact:

Manufacturer Models:
FAAC A1400 AIRSLIDE 140mm Sliding door operator, with unique Energy Saving function providing automated operation, with an integrated Air Curtain complete with All Glass elegant sliding door system. 
OR
FAAC A1400 AIRSLIDE 100mm Sliding door operator, with unique Energy Saving function providing automated operation, with an integrated Air Curtain complete with All Glass elegant sliding door system.

System including normal installation to comply with BS7036-0:2014 and BS-EN 16005:2012.

Certification:
Manufacturer’s Declaration of Conformity
Tested to: EN 60335-1, EN 60335-2, EN 61000-6-2, EN 61000-6-3, EN ISO 13849-1, EN ISO 13849-2, EN ISO 12100 and EN 16005

Door Operator:
FAAC A1400 AIRSLIDE 140mm OR A1400 AIRSLIDE 100mm Sliding door operator with double motor for exceptional leaf weights.
· Direction: Single door leaf LH opening / RH opening OR Double bi-parting door leaves
· Operator Finish: Silver anodized OR Bronze anodized OR FAAC powder coat finish RALXXXX

Door System:
FAAC All Glass elegant sliding door system with built-in finger guards and providing full jamb-to-jamb clear/escape opening width:
· Profiles: FAAC All Glass flush glazed system.
· Fixing Detail: FAAC beam mounted OR Wall mounted, beam by others
· Glass type: 10mm OR 12mm toughened
· Direction: Single door leaf LH opening / RH opening OR Double bi-parting door leaves
· Flush glazed sidelights: Flush glazed externally OR Flush glazed externally and internally with 1 Panel OR 2 Panel OR Not required
· Threshold: Ramped OR Level OR Not required
· Finish to Top and Bottom Rail: Silver anodized OR Bronze anodized OR FAAC powder coat finish RALXXXX

Operation and control system:
· [bookmark: _Hlk145586642]Monitored emergency escape opening and threshold presence detection safety system, with 24V DC E1/2SL Monitored battery pack
· Unique intelligent energy saving function eliminates cross traffic opening, optimizing opening widths and hold open times
· To permit safe passage between closing doors, the doors go into reverse mode if an obstruction is detected, and then start moving again slowly to check if the obstruction has cleared.
· Automatic adjustments: Determination of opening and closing positions. Selection of ideal speed, 
· acceleration and deceleration. Protection sensor monitoring. 
· Activation: Combined uni-directional and threshold presence detection entry/exit activator OR elbow push pads for entry/exit OR Access control for entry and elbow push pad for exit OR Contactless activation for entry/exit.
· Morning entry switch: Required OR Not required 
· Sidelight safety: Full height pivoted pocket screen fabricated from TK35 framed profiles
· Operation mode selector: Digital FAAC SDK EVO multi-mode selector and configurator tool OR Digital FAAC LK EVO with LED diagnostic and 6 mode selector OR Illuminated Key Switch FAAC EVO with 5 mode selector
-    Switch-mode power supply to allow installation and commissioning between 110V – 240V.

Airslide Air Curtain:
· The unique AIRSLIDE system combines the automatic opening and air curtain system into a single unit, with unobtrusive aesthetic and functional advantages. 
· Electric fan unit concealed within an extruded aluminum cover, with the Air intake grill in stainless steel
· Electric board E1AS with 4 programmable speed levels. CANBUS connection for controlling the speed of the fans via a SDK evo functions keypad. Can drive up to 2 electric fan units. USB port for firmware updates
· Power supply: 220V – 240V
· Max power consumption: 160W single motor and 330W dual motor
· Electric motor: A synchronous single-phase motor
· Motor rotation speed: 2850rpm
· Fan length: 360mm to 500mm
· Dimensions: Depth 182mm x Height 252mm
· Air speed output: 15.3m/sec to 4.2m/sec
· Airflow: 1250m³/h
· Noise level: 49.5dB to 57.5dB
· Operating temperature: -20/+55°C
· Automation protection rating: IP23


Dimensions:
· Width: A1400 AIRSLIDE 1 Single door leaf only, opening width (Min 700mm – Max 1500mm): XXXXmm OR A1400 AIRSLIDE 2 Double door leaves, opening width (Min 800mm - Max 3000mm): XXXXmm
· Weight: Single door leaf up to 200kg OR 250kg with double motor OR Double bi-parting door leaves up to 120kg/leaf OR 180kg/leaf with double motor
· Height: Door height, operator wall mounted (Min 1900mm – 2500mm): XXXXmm OR Overall height, operator beam mounted (Min 2050mm – 2500mm): XXXXmm

Locking mechanism:
· Electric locking: Fail safe OR Fail secure OR Bi-stable OR Not required


Warranty:
Standard 1 Year warranty
Warranties can be extended subject to quotation from our service sales team. Contact: 0845 450 4633 Service.ESUK@faactechnologies.com

FAAC ENTRANCE SOLUTIONS UK A1400 AIRSLIDE ALL GLASS
